
 
The CleanAIR E-POD™  System 
Reduces NOx, PM, CO, HC and noise – All in one package! 
 
 
 
 
The E-POD™ System for diesel  and natural gas  engines combines CleanAIR’s closed-
loop controller technology, product fabrication and advanced emissions technologies to 
dramatically reduce four toxic pollutants. Offering substantial reductions of NOx, diesel 
particulate matter (PM), carbon monoxide (CO) and hydrocarbons (HC), the E-POD™ 
enables Tier 4 compliance for Tier 2 engines. The compact, all-in-one-unit incorporates 
critical or super-critical sound attenuation. An industry first, the E-POD™ is the only 
silencer-emissions control product on the market combining several technologies AND a 
proprietary reductant mixer within a single unit . 
  
The E-POD™ offers a wide range of exhaust operation, from 270°C to 550°C exhaust temperature. Utilizing  CleanAIR’s unique 
non-vanadium, non-toxic flow-through ENDURE™ SCR catalyst with the proprietary technology of the CleanAIR wall-flow 
PERMIT™ Filter (or CleanAIR ASSURE™ diesel oxidation catalyst), the E-POD™ is housed within an all-stainless steel, fully-
insulated shell. 
 
Custom-designed for space optimization, the corrosion-resistant shell has two removable panels for full access to ENDURE™ SCR 
catalysts and PERMIT™ diesel particulate filters mounted inside.  

 
Meet EPA Tier 4 Compliance Now!  

 
 
 

Reduces:  
- NOx up to 95% 
- PM over 85% 
- HC up to 95% 
- CO up to 95% 
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Meets EPA Tier 4 Regulations  
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Customized to Client’s Specifications 
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Guaranteed Long-Life Construction 
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No Health Risk 
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Meet EPA 
Tier 4b - Final Regulations  

 
with the 

CleanAIR E-POD!  
 
 

Reduces: 
- NOx up to 95% 
- PM over 85% 
- HC up to 95% 
- CO up to 95% 

 
 

Three E-PODs installed on generators in Wyoming  
oil and gas fields.. 
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1. 

2. 
3. 

4. 

 
 
 

E-POD™ Emissions Reduction Summary 

Control 
Technology Fuel NOx CO HC PM 

ULSD (<15 ppm S) 90-95% 90-95% 90-95% Over 85% E-POD™ with 
ENDURE™ SCR 
& PERMIT™ 
Filters Biodiesel (<15 ppm S) 90-95% 90-95% 90-95% Over 85% 

ULSD (<15 ppm S) 90-95% 80-95% 80-95% Over 20% 

Biodiesel (<15 ppm S) 90-95% 80-95% 80-95% Over 20% 

E-POD™ with 
ENDURE™ SCR 
& 
ASSURE™ DOCs 
Or OCs Natural Gas (<50 ppm S) 90-95% 80-95% 80-95% N/A 

Results are fuel dependent and may vary with application. 
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System Components:  
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All in one easy-to-install package! 
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Optional Equipment for System:  
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To request  pricing contact : 
Intermountain Electronics, Inc. 
877-544-2291  

 
 
 
 
 

 
 
 

 
 

11 Reasons to Choose the E-POD™  
 
1. Meets Tier 4b-Final Standards 
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2. Reduces Multiple Emissions 
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3. Operates Under Wide Exhaust Range  
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4. Easy to Install 
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5. Monitors Emissions 
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6. Fits in Available Space 
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7. Catalysts are Non-Toxic 
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8. Upgradeable Design 
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9. Reduces Noise 
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10. Customized to Client Needs 
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11. Durable Construction 
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E-POD™ custom designed to fit inside of trailer, 

above generator, low-profile. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

E-POD™ installed inside trailer on left, compared 
to competitor’s bulkier SCR system installed on top 

of trailer on right. E-POD™ is virtually invisible 
when viewing the outside of the trailer. 

 
 
 
 
 
 
 
 

 
 
 

CleanAIR’s E-POD™ installed as a drop-in unit, 
view from roof of generator trailer.  

Unit is flush with trailer roof. 
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